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Familie:  Atmosferische onderbreking A 

Type: Vrije uitloop boven rand   A 

  

Terugstroombeveiliging: symbool  Terugstroombeveiliging: schema 

Installatie-eisen: Zie Waterwerkbladen, WB3.8 blad 9 

H = 2 x de inwendige middellijn van de aansluitleiding met een minimum van 
20 mm 

 

 

AA 

Voorbeelden: bijvoorbeeld voor 

de industrie, autowasstraat, 

zwembaden en agrarische sector.  

https://www.infodwi.nl/IDWI/media/infodwi/WB-3-8-sep-2015-(r1).pdf
https://www.spinder.nl/producten/drinken/individuele-drinkbakken
http://www.google.nl/url?sa=i&rct=j&q=&esrc=s&source=images&cd=&cad=rja&uact=8&ved=&url=/url?sa%3Di%26rct%3Dj%26q%3D%26esrc%3Ds%26source%3Dimages%26cd%3D%26ved%3D%26url%3Dhttps%3A%2F%2Fwww.nedlandic.nl%2Fdrinkbakken-geemailleerd%2F265-drinkbak-model-375-va-34-4025338075700.html%26psig%3DAOvVaw2BofhC5BxId-EieH16Q0xz%26ust%3D1575548467630864&psig=AOvVaw2BofhC5BxId-EieH16Q0xz&ust=1575548467630864
http://www.google.nl/url?sa=i&rct=j&q=&esrc=s&source=images&cd=&cad=rja&uact=8&ved=&url=http://www.google.nl/url?sa%3Di%26rct%3Dj%26q%3D%26esrc%3Ds%26source%3Dimages%26cd%3D%26ved%3D%26url%3Dhttp%3A%2F%2Fwww.leenknecht-agri.nl%2Fjfc%2F%26psig%3DAOvVaw2ZiVlLr39jn7O5SdStDAum%26ust%3D1575548712501070&psig=AOvVaw2ZiVlLr39jn7O5SdStDAum&ust=1575548712501070

